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Commands Description CLI Mode 

lldp med-tlv-select { med-capability | network-

policy | inventory-management | location-id | ex-

power-via-mdi } [ mac-address <mac_addr> ] 

Available options: 

 med-capability - Configures the Med Capability TLV 

transmission for the LLDP module. 

 network-policy - Configures the Network-policy TLV 

related transmission for the LLDP module. 

 inventory-management - Configures the Inventory-

management TLV related transmission for the LLDP 
module. 

 location-id - Configures the Location identification 

TLV related transmission for the LLDP module. 

 ex-power-via-mdi- Configures the Extended power via 

MDI TLV related transmission for the LLDP module. 

 mac-address <mac_addr> - Configures the basic TLV 

transmission to use the MAC address as destination MAC 
address by the LLDP agent on the specified switch port. 
 

Enables the 
transmission of a 
specific LLDP-MED 
TLV on a given port. 

Interface 
Configuration 

lldp med-location elin-location location-id 

<string(10-25)> 

Available options: 

 location-id   - Configures the location identification 

Configures the 
Emergency Location 
Information Number 
(ELIN) location subtype 
information advertised 
by the endpoint. 

Interface 
Configuration 

lldp med-app-type {voice | voiceSignaling | 

guestVoice | guestVoiceSignaling | softPhoneVoice 

| videoconferencing | streamingVideo | 

videoSignaling} {vlan {untagged | vlan-id 

<integer(1-4094)> priority <integer(0-7)>} dscp 

<integer (0-63)> | none} 

Available options: 

 voice - Sets the Network-policy TLV as Voice 

Application for indicating that the media type defining a 
primary function of the application for the policy advertised 
on the local port is voice. 

 voiceSignaling - Sets the Network-policy TLV as 

VoiceSignaling Application for indicating that the media 
type defining a primary function of the application for the 
policy advertised on the local port is VoiceSignaling. 

 guestVoice - Sets the Network-policy TLV as 

guestVoice Application for indicating that the media type 
defining a primary function of the application for the policy 
advertised on the local port is guestVoice. 

 guestVoiceSignaling - Sets the Network-policy TLV 

as guestVoiceSignaling Application for indicating that the 
media type defining a primary function of the application 
for the policy advertised on the local port is 
guestVoiceSignaling. 

Enables the properties 
of Network-policy TLV 

Interface 
Configuration 
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Commands Description CLI Mode 

 softPhoneVoice - Sets the Network-policy TLV as 

softPhoneVoice Application for indicating that the media 
type defining a primary function of the application for the 
policy advertised on the local port is softPhoneVoice. 

 videoconferencing - Sets the Network-policy TLV as 

videoconferencing Application for indicating that the media 
type defining a primary function of the application for the 
policy advertised on the local port is videoconferencing. 

 streamingVideo - Configures the location identification.  

 videoSignaling - Sets the Network-policy TLV as 

videoSignaling Application for indicating that the media 
type defining a primary function of the application for the 
policy advertised on the local port is videoSignaling. 

 vlan   - Configures the advertised VLAN properties. 

Options are: 

- untagged - Configures the ports that should be 

used for the VLAN to transmit egress packets as 
untagged packets. 

- priority -   Configures the priority value for 

the VLAN. 

- vlan-id - VLAN ID is a unique value that 

represents the specific VLAN. 

 dscp  - Sets the DSCP value 

 none  - Sets the MED policy unknown flag, causing the 

switch not to advertise this policy   
 

 

 


